
Specifications

E O N 1 0  G 2 P o r t a b l e  P o w e r e d

S p e a k e r  S y s t e m A p p l i c a t i o n : L i v e  s o u n d 2  - i n f o r c e m e n t ,  s p e e c h ,  v o c a l s ,  a n d m u s i c  p l a y b a c k  i n  e n t e r t a i n m e n t ,  A / V ,  a n d  

i n s t i t u t i o n a l  v e n u e s  Ð  e s p e c i a l l y  w h e n  e a s e  o f

u s e ,  a u d i o  q u a l i t y  a n d  p o r t a b i l i t y  a r e  i m p o r t a n t

f a c t o r s . A m p l i f i c a t i o n ,  m i x i n g ,  a n d  m o n i t o r i n g  f o r  e l e c t r o n i c  a n d  e l e c t r o - a c o u s t i c  i n s t r u m e n t s .

K e y  F e a t u r e s :  a f o r  



SS2-BK Tripod Stand

ESK10 Suspension Kit for 
EON 10˝ models

BRK10 Bracket, adapts EON 10˝

models to OmniMount®

brackets

EON10 BAG Zippered, plush-lined
Cordura® carrying bag
for EON 10˝ models

EONSUB G2 Powered Subwoofer

We are constantly improving our products so these
specifications are subject to change without notice.
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Part Number: SSEON10-G2
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