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Dear Panasonic Customer:
This instruction booklet provides all the necessary operating information that you might require. We hope it will help
you to get the most performance out of your new product, and that you will be pleased with your Panasonic DLP®

based projector.
The serial number of your product may be found on its back. You should note it in the space provided below and
retain this booklet in case service is required.

Model number: PT-D4000U

Serial number:

IMPORTANT SAFETY NOTICE
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WARNING: This equipment has been tested and found to comply with the limits for a Class B digital
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide

reasonable protection against harmful interference in a residential installation. This

equipment generates, uses and ca8  7a08y n
0 841e1P prrferenergy and, if not installed and

used in accordance with the instructions, may cause harmful interference to 
0 84
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Precautions with regard to safety

Do not set up the projector in humid or dusty places or in places where the projector may
come into contact with oily smoke or steam.

• Using the projector under such conditions may result in fire, electric shocks or plastic deterioration. The plastic
deterioration may cause the falling down of the projector which is mounted in the ceiling.

Do not place the projector on soft materials such as carpets or sponge mats.
• Doing so may cause the projector to overheat, which can cause burns, fire or damage to the projector.

During a thunderstorm, do not touch the projector or the cable.
• Electric shocks can result.

Do not place your hands or other objects close to the air outlet port.
• Heated air comes out of the air outlet port. Do not place your hands or face, or objects which cannot withstand

heat close to this port [allow at least 50 cm (19.7") of space], otherwise burns or damage could result.
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Accessories
Check that all of the accessories shown below have been included with your projector.
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Precautions on handling
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Name and function of parts 

Remote control transmitter window
Operate the remote control aiming at the remote
control receiver window on the main unit.

page 15)dow
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AC IN terminal (page 22)
Connect the supplied line power cord into this
receptacle.
Do not connect any other cable to this socket.
Air filter (page 51)

Security lock
Attach a commercial burglar prevention cable (e.g.,
from Kensington) to this lock port. It is compatible
with the Microsaver Security System from
Kensington. 

Anti-theft hook
Attach a chain or other fastening device available
from a hardware store through this clamp.

Level-adjusting feet (page 22)
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Name and function of parts 

Lamp unit cover
The lamp unit is housed.

MAIN POWER switch (page 22)
Use this switch to turn on “I” and off “O” the main
power applied to the projector.

Remote control receiver window (rear) (page 14)
This also receives the signal beam coming from
the remote control.

POWER ON ( I ) button (page 22)
Turns on the power.

POWER STANDBY ( ) button (page 23)
Switches the power to the “standby” mode.

RGB1 button (page 22)
Switches to RGB1 input.

RGB2 button (page 22)
Switches to RGB2 input.

VIDEO button (page 22)
Switches to video input.

S-VIDEO button (page 22)
Switches to S-VIDEO input.

MENU button (page 27)
Displays and clears the MAIN MENU. It can also
return to the previous screen when the menu is
displayed.
The on-screen display (OSD) selection menu can
be displayed by holding down the menu key for at
least three seconds.
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Example of connecting with PCs
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Powering off the projector
Press the POWER STANDBY “ ”
button.

Select “OK” with or button and
press the ENTER button.
(Or press the POWER STANDBY “ ”
button again.)
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Automatic adjustment
(AUTO SETUP)
Automatic adjustment function adjust the resolution,
clock phase and image position automatically when
dots-structured analog RGB signals such as computer
signal are supplied. (Automatic adjustment is not
available if moving picture input signals or signals
having a dot clock frequency of more than 150 MHz
are supplied.) When DVI signals are input, the image
position is adjusted automatically.
It is recommended to supply images with a bright white
frame at the outermost periphery containing characters
etc. that are clear in white and black contrast when the
system is in automatic adjustment mode. Avoid
supplying images that involve halftones or gradation
such as photographs and computer graphics.

• “CLOCK PHASE” may have been shifted
even when the adjustment ended
normally. In this case, manually adjust the
“CLOCK PHASE”.

•
po(aryncphs aG-SYNCaryncter)Tj
T*
(sigaphs asofratyptonef PCs, itc
( mis not)Tj
Tbmage siilabed st f
(nust phas( nput sMHz)Tj
T*nals or silly.)Tj
T*. In this case, manually adjust  itemonefthe)Tj
/F2 1 Tf
T*
0 Tc
(Ò)Tj
/F8 1 Tf
0.3329 0 TD
-0.0001 TINPUT RESOLUTIONtheÓ “CLOCK PHASE ”
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Returning to the previous
page
• Pressing the MENU button returns the screen to

the previous menu page.
• When the MAIN MENU is on the screen, pressing

the MENU button clears all menus from the screen.

Menu items shown in
black characters
• Some menu items may not be valid for certain

signal formats applied to the projector. 
The menu items that cannot be adjusted or used
are shown in black characters, and they cannot be
selected.

Menu items setting
• The bottom prompt line differs on each menu

depending on the selected menu option:
• A prompt “ CHANGE” appears when

changing the setting.
• A prompt “ ADJUST  ” appears for a

separate bar graph. 

Resetting to the factory
default
DEFAULT button is used to reset all of the projector
adjustment values to the default levels which were
set at the time of shipment from the factory.

PICTUREPICTURE MODECONTRASTBRIGHTNESSCOLOR TEMPWHITE GAINSYSTEM DAYLIGHT VIEWSHARPNESSNOISE REDUCTIONSYSTEM SELECTORAI

ADJUST 

MENU SELECT
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Adjusting the picture

PICTURE MODE
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How to erase sub memory

Select sub memory number (1 to 8) corresponding
to sub memory to be erased using buttons.

Press the DEFAULT button.

Read the confirmation message and select.
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DVI EDID
When the projector and external equipment are
connected by DVI connection but a proper image
cannot be obtained, switch this setting.

EDID1
Select this mainly when external equipment
(DVD player, etc.) that outputs movie video
signals is connected to the DVI terminal.

EDID2:PC
Select this mainly when external equipment
(personal computer, etc.) that outputs still
image video signals is connected to the DVI
terminal.

Mode



34



35

LAMP SELECT
“LAMP SELECT” is used to choose from “SINGLE”
and “DUAL” modes depending on user’s needs or
viewing conditions. 
In “SINGLE” mode, the projector may automatically
select either lamp from the 2 lamps, or the
particular lamp can be specified.

DUAL : Two lamps are used simultaneously.
SINGLE : One of either lamps is used (lamp with shorter

operating hours is automatically selected).
LAMP1 : Lamp Unit 1 is always used.
LAMP2 : Lamp Unit 2 is always used.

When one of the above settings is selected, it will
take effect after the ENTER button is pressed.

• If, in the 
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Using Web Browser Control 



41When [FAILED] has appeared for an itemTrouble has occurred in the microcomputer circuitry. Consult your dealer.E-mail set up pageWith this projector, if a problem occurs or if the lamp usage time reaches a set value, an E-mail message can be

sent to one or more preset E-mail addresses (maximum two addresses). Click [Projector control], then [E-mail

set up] to display the E-mail set up page.
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Using Web Browser Control 

• Only alphanumeric characters, “.”, “_”, “-”, or “@” are available to set an E-mail address.
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Using Web Browser Control 

Contents of mail sent
• Mail with the contents shown below is sent when the E-mail

settings have been established.

Adjust clock page
Click [Network set up], then [Adjust clock] to display the Adjust clock page.

• Mail with the contents shown below is sent
when an error has occurred.

•
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Network config page
Click [Network set up], then [Network config] to display the Network config page.

Network status page
Click [Network set up], then [Network status] to display the Network status page.
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Using the PJLink™ protocol
The network functions of the projector are compatible with PJLink™ Class 1. The operations mentioned below can
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Indication of lamp monitor
This projector is equipped with 3 indicators to show when a lamp needs replacement or there is an abnormal
internal temperature. These lamps flash or light up to indicate a problem.
Turn the power off and follow the steps below.
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Replacing the lamp unit

Precautions on lamp unit replacement
Remove the power plug and confirm that the surroundings of the lamp unit have cooled off.
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Lamp unit replacement steps
Turn the power off by following the steps on page 23, remove the power plug and
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Note:

Trademark Acknowledgeuipm
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NOTES IMPORTANTES
CONCERNANT LA SÉCURITÉ
AVERTN8tMENT: POUR RS É É ƒ ƒ ƒ ƒ ƒ
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Nettoyer la fiche du cordon d’alimentation régulièrement afin d’éviter toute accumulation
de poussière.

• Si de la poussière s’accumule sur la fiche du cordon d’alimentation, l’humidité peut endommager l’isolant et
entraîner un incendie. Débrancher la fiche du cordon d’alimentation de la prise de courant et l’essuyer avec un
tissu sec.

• Si le projecteur n’est pas utilisé pendant une période prolongée, débrancher la fiche du cordon d’alimentation de
la prise de courant.
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