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   Important Safety Instructions – Read First 

 

Read instructions: Retain these safety and operating instructions for future reference. Heed all 
warnings printed here and on the console. Follow the operating instructions 
printed in this User Guide. 

Do not open: There are no user serviceable parts inside.  Refer any service work to 
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              Introduction 

 

Welcome to the Allen & Heath PA Series professional audio mixing system.  This user guide describes 
the functions of the unpowered models and also prov
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Overview 

PA Series consoles provide the tools you need to run a small PA system in an easy ‘walk up and go’ 
format.  You simply plug in your microphone and line sources and 
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Installing the Console 

The PA Series
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Cable and Connector Information 

You are likely to encounter the following audio connector types:  

The XLR connector is 3 wire balanced.  This has 3 connector pins:  Pin 1 = ground (screen), Pin 2 = 
signal hot (+), Pin 3 = signal cold (-).  The jack sockets are the 3 pole TRS type.  These are wired to 
work with either the balanced TRS or the unbalanced 2 pole TS type plugs without cable modification. 
The sockets have 3 connector pins:  Inputs and outputs are Tip = signal hot (+), Ring = signal cold (-), 
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The MONO Channel 
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GAIN   Adjusts the sensitivity of the channel preamp to 
match the connected source to the 0dBu operating level of the 
console.  The control has a very wide range matching mic 
levels from a low -63dBu (0.5mV) to a high +5V
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EQUALISER 
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PAN   Adjusts the stereo position of the channel 
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MONO OUT LEVEL
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The MASTER Connectors 

TRS Line Outputs   ¼” jack line level outputs which 
produce 0dBu when the console meters read ‘0’.  With a 
maximum output level of +21dBu there is plenty of headroom 
available.  They are impedance balanced and can be used with 
balanced or unbalanced equipment. 

L  TRS jack
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LR TRS MAIN OUT   Use these line outputs to drive the 
main house amplifiers if you are using the console AB outputs 
for the foldback monitors.  Alternatively, use them to feed 
booster amplifiers for additional speakers in the system if the 
AB outputs are driving the main house speaker amplifiers. 

 

MONO OUT
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2TRK INPUT   A pair of RCA phono sockets accepts the 
input from a stereo playback devices such as a CD, MiniDisc, 
DAT or tape player.  Use it to monitor a stereo recording in the 
console headphones, or to route a stereo source to the LR mix 
for background music.  The input is unbalanced and has 0dBu 
line level sensitivity. 

2TRK OUT   The LR mix is also available at a pair of RCA 
phono sockets for connection to a 2-track recording device 
such as MiniDisc, DAT or tape recorder.  The output is 
unbalanced and operates at 0dBu line level.  It can be sourced 
pre or post the LR faders and is buffered from the LR 
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Check out our Internet site : 

 

http://www.allen-heath.com/ 


